
S y s t e m s  ��  P r i n t i n g

BöttcherTex Ultima 
 

Cleaning web  

 

Cleaning web for automatic blanket washing units, especially recommended for KBA Planeta. 
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 The used cellulose material contains very long fibres, therefore very few fibre residues on the 

blanket 

 Thanks to the alignment of the fibres the cloth shows an improved tear resistance in winding  

direction 

 Absorbs the liquid completely 

 Improved capillary conductivity, good solvent resistance 

 constantly high printing quality after cleaning 

 Long-term tested  

 Manufacturing technology with water jet, without bonding agents / glues 
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The BöttcherTex Ultima is available as maxiroll for own 

winding of minirolls. 

The cloth length is 500m. 
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All our product information you will find in the internet on www.boettcher-systems.com

Germany
Phone +49 221 4907-1
Fax +49 221 4907-420
koeln@boettcher-systems.com

The purpose of these technical data is to assist our customers. We list general experience and laboratory test. Translation of these to actual applications 
is, however, subject to a variety of factors which are beyond our control. We ask for understanding that claims can not be based upon them.

Argentina
Phone +54 23 22 466 200
Fax +54 23 22 496 951
aschwald@boettcher-systems.com.ar

Australia
Phone +61 2 96 59 27 22
Fax +61 2 96 59 27 44
info-aus@boettcher-systems.com

Austria
Phone +43 223 686 070 1
Fax +43 223 686 070 150
office@boettcher.at

Brazil
Phone +55 11 26 18 18 66
Fax +55 11 26 18 18 66
fabio@boettcher.com.br

Canada
Phone +1 905 612 07 38
Fax +1 905 612 81 27
bob.nixon@boettcher-systems.com

Canada
Phone +1 905 612 07 38
Fax +1 905 612 81 27
bob.nixon@boettcher-systems.com

China - Suzhou
Phone +86 512 63 40 71 00
Fax +1 86 512 63 40 75 57
suzhou@boettcher-systems.com

Denmark
Phone +45 76 26 93 77
Fax +45 75 62 39 87
tekniskgummi@boettcher-systems.com

France
Phone +33 164 105 050
Fax +33 164 410 890
info@boettcher-france.com

Great Britain
Phone +44 12 00 42 53 00
Fax +44 12 00 42 61 78
salesandservices@boettcher-systems.com

Hong Kong
Phone +85 223 419 111
Fax +85 223 419 155
kammyli@bottcher.hk

Hungary
Phone +36 76 50 53 50
Fax +36 76 50 53 52
bottcher@bottcher.hu

India
Phone +91 12 44 00 17 94
Fax +91 12 44 10 53 54
info.india@boettcher-systems.com

Indonesia
Phone +62 21 46 83 29 36
Fax +62 21 46 83 29 42
ferdinand@bottcher.co.id

Italy
Phone +39 02 484 171
Fax +39 02 484 173 42
boettcher-italy@boettcher-systems.com

Japan
Phone +81 3 36 47 64 01
Fax +81 3 36 47 64 11
tomiyama@boettcher.co.jp

Malaysia
Phone +60 3 80 62 20 42
Fax +60 3 80 62 42 03
meishin@bottcher.com.my

Baltic States
Phone +81 3 36 47 64 01
Fax +81 3 36 47 64 11
bottcher@bottcher.lt

Mexico
Phone +52 55 56 57 72 93
Fax +52 55 56 57 94 19
enrique.iturbe@boettcher-systems.com

Middle East
Phone +971 44 22 79 84
Fax +971 44 22 76 94
pius.marokky@boettcher.ae

Netherlands
Phone +31 416 69 71 90
Fax +31 416 69 73 59
service@boettcher.nl

Poland
Phone +48 22 731 61 10
Fax +48 22 731 61 11
office.pl@boettcher-systems.com

Russia
Phone +7 495 662 30 93
Fax +7 495 662 30 94
moscow@boettcher-systems.com

Singapore
Phone +65 64 63 21 31
Fax +65 64 63 11 31
bottcher@singnet.com.sg

Republic of Slovakia
Phone +421 263 813 624
Fax +421 263 81 36 25
bottcher@bottcher.sk

South Korea
Phone +82 31 907 67 81
Fax +82 31 907 67 86
cjpark@boettcher.co.kr

Spain
Phone +34 91 885 95 77
Fax +34 91 885 92 68
ventas@boettcher-systems.com

Sweden
Phone +46 565 165 70
Fax +46 565 165 80
info@boettcher.se

Switzerland
Phone +41 41 784 11 11
Fax +41 41 784 11 12
office.ch@boettcher-systems.com

Taiwan
Phone +886 282 286 848
Fax +886 282 286 849
barry.mao@boettcher.com.tw

Thailand
Phone +66 38 57 16 00
Fax +66 38 57 16 08
anurux.sasasmit@boettcher-systems.com

Turkey
Phone +90 212 659 93 38
Fax +90 212 659 93 40
ozan.karaca@boettcher-systems.com

Ukraine
Phone +38 44 513 80 09
Fax +38 44 513 98 38
office@bottcher.ua

USA
Phone +1 410 273 70 00
Fax +1 410 273 71 74 74
david.dinsmore@boettcher-systems.com

Czech Republic
Phone +420 (0) 517 32 65 11
Fax +420 (0) 517 34 17 18
bottcher@bottcher.cz

Colour  turquoise   
     

Composition  55% cellulose + 45% polyester fibres 

     

Weight  70  g/m² 

   

Tesile Strength     

MD  140  N (10x5 cm) 

CD  72  N (10x5 cm) 

     

Elongation     

  31  % (10x15 cm) 

  86  % (10x15 cm) 

     

Absorbency speed  56  mm/30s 

Absorbency capacity  5,2  ml/g 
 
Thickness  0,24  mm  
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